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National Transportation Safety Board 
Aviation Accident Data Summary

Location: Twentynine Palm, CA Accident Number: LAX03LA044

Date & Time: 12/02/2002, 1930 PST Registration: N50346

Aircraft: Cessna 150H Injuries: 2 None

Flight Conducted Under: Part 91: General Aviation - Instructional

Analysis 
The airplane experienced a loss of engine power  in the takeoff initial climb and impacted terrain 
during a forced landing.  After completing two uneventful landings, the student pilot input full 
throttle and began the third takeoff of the day.  Over halfway down the runway, about 75 feet above 
ground level, the student told the CFI that he did not think the engine was developing full power.  The 
CFI took over the controls and confirmed that the partial power condition.  While attempting a soft 
field landing, the nose landing gear impacted a bush and the airplane nosed over.  Temperatures were 
obtained from a weather reporting station located 14 miles west-northwest of the airport.  At 1855, the 
temperature was 52 degrees Fahrenheit and the dew point was 32 degrees Fahrenheit.  At 2000, the 
temperature was 48 degrees Fahrenheit and the dew point was 32 degrees Fahrenheit.  The 
temperatures and dew points were applied to an industry standard Carburetor Icing Probability 
Chart, and both were within the "serious icing at glide power" portion of the chart.

Probable Cause 
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
The improper use of carburetor heat, and the instructor's inadequate supervision which resulted in a 
loss of engine power due to carburetor icing.

Findings

Occurrence #1: LOSS OF ENGINE POWER(PARTIAL) - NONMECHANICAL
Phase of Operation: TAKEOFF - INITIAL CLIMB

Findings
1. LIGHT CONDITION - NIGHT
2. (C) WEATHER CONDITION - CARBURETOR ICING CONDITIONS
3. (C) CARBURETOR HEAT - IMPROPER USE OF - FLIGHTCREW
4. (C) SUPERVISION - INADEQUATE - PILOT IN COMMAND(CFI)
----------

Occurrence #2: FORCED LANDING
Phase of Operation: EMERGENCY DESCENT/LANDING
----------

Occurrence #3: NOSE OVER
Phase of Operation: LANDING - ROLL

Findings
5. TERRAIN CONDITION - HIGH VEGETATION
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Flight Instructor Information

Certificate: Airline Transport; Flight Instructor Age: 46

Airplane Rating(s): Multi-engine Land; Single-engine Land Instrument Rating(s): Airplane

Other Aircraft Rating(s): Glider Instructor Rating(s): Airplane Multi-engine; Airplane 
Single-engine; Glider; Instrument 
Airplane

Flight Time: 2383 hours (Total, all aircraft), 133 hours (Total, this make and model), 2271 hours (Pilot In Command, 
all aircraft), 143 hours (Last 90 days, all aircraft), 34 hours (Last 30 days, all aircraft), 1 hours (Last 24 
hours, all aircraft)

Student Pilot Information

Certificate: Student Age:

Airplane Rating(s): None Instrument Rating(s): None

Other Aircraft Rating(s): None Instructor Rating(s): None

Flight Time:

Aircraft and Owner/Operator Information

Aircraft Make: Cessna Registration: N50346

Model/Series: 150H Engines: 1 Reciprocating

Operator: Karl Hoyer Engine Manufacturer: Continental

Operating Certificate(s) 
Held:

None Engine Model/Series: O-200-A

Flight Conducted Under: Part 91: General Aviation - Instructional

Meteorological Information and Flight Plan

Conditions at Accident Site: Visual Conditions Condition of Light: Night/Dark

Observation Facility, Elevation: KNXP, 2055 ft msl Weather Information Source: Weather Observation Facility

Lowest Ceiling: None Wind Speed/Gusts, Direction: 7 knots / , 290°

Temperature: 11°C Visibility 7 Miles

Precipitation and Obscuration:

Departure Point: Twentynine Palm, CA (TNP) Destination:  (TNP)

Airport Information 

Airport: Twentynine Palms Airport (TNP) Runway Surface Type: Asphalt

Runway Used: 26 Runway Surface Condition: Dry

Runway Length/Width: 5531 ft / 75 ft
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Wreckage and Impact Information

Crew Injuries: 2 None Aircraft Damage: Substantial

Passenger Injuries: N/A Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Latitude, Longitude: 34.132222, -115.945833

Administrative Information

Investigator In Charge (IIC): GEORGE E PETTERSON Adopted Date: 12/28/2004

Investigation Docket: NTSB accident and incident dockets serve as permanent archival information for the NTSB’s investigations. 
Dockets released prior to June 1, 2009 are publicly available from the NTSB’s Record Management Division 
at pubinq@ntsb.gov, or at 800-877-6799. Dockets released after this date are available at 
http://dms.ntsb.gov/pubdms/. 

1

The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress 
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the 
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government 
agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special 
investigation reports, safety recommendations, and statistical reviews. 

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of 
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.
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