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National Transportation Safety Board 
Aviation Accident Data Summary

Location: Montgomery, NY Accident Number: NYC03LA096

Date & Time: 05/04/2003, 2300 EDT Registration: N55854

Aircraft: Piper PA-28-180 Injuries: 2 None

Flight Conducted Under: Part 91: General Aviation - Instructional

Analysis 
During the nighttime departure, the airplane accelerated normally, with the engine producing full 
power during the takeoff roll and initial climb.  Upon reaching approximately 300 to 400 feet above 
the ground, the engine began to lose power.  The CFI took the flight controls and performed a forced 
landing.  During the landing rollout, the airplane rolled through a shallow drainage swale, collapsing 
the nose and right main gear assemblies.  The airplane rotated to the right and came to rest upright.  
Examination of the wreckage revealed that the fuel line, which ran between the fuel pump and the 
carburetor, was loose at the connection point on the carburetor.  When the electric fuel pump was 
activated, fuel was observed spraying from the connection point.  The airplane had accumulated about 
20 hours of operation since a 100-hour inspection was performed 10 days prior to the accident.  
According to 14 CFR Part 43 Appendix D - Scope and Detail of Items (as Applicable to the Particular 
Aircraft) To Be Included in Annual and 100 Hour Inspections, "Each person performing an annual or 
100 hour inspection shall inspect (where applicable) components of the engine and nacelle group..."

Probable Cause 
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
The inadequate 100-hour inspection by maintenance personnel, which resulted in a loose fuel line 
and loss of power.  A factor related to the accident was the dark night conditions.

Findings

Occurrence #1: LOSS OF ENGINE POWER(PARTIAL) - NONMECHANICAL
Phase of Operation: TAKEOFF - INITIAL CLIMB

Findings
1. (C) FUEL SYSTEM,LINE FITTING - LOOSE
2. (C) MAINTENANCE,100-HOUR INSPECTION - INADEQUATE - OTHER MAINTENANCE PERSONNEL
----------

Occurrence #2: FORCED LANDING
Phase of Operation: DESCENT - EMERGENCY
----------

Occurrence #3: ON GROUND/WATER ENCOUNTER WITH TERRAIN/WATER
Phase of Operation: EMERGENCY LANDING

Findings
3. TERRAIN CONDITION - ROUGH/UNEVEN
4. (F) LIGHT CONDITION - DARK NIGHT
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Flight Instructor Information

Certificate: Flight Instructor; Commercial Age: 34

Airplane Rating(s): Single-engine Land Instrument Rating(s): Airplane

Other Aircraft Rating(s): None Instructor Rating(s): Airplane Single-engine

Flight Time: 607 hours (Total, all aircraft), 468 hours (Total, this make and model), 545 hours (Pilot In Command, all 
aircraft), 77 hours (Last 90 days, all aircraft), 17 hours (Last 30 days, all aircraft), 3 hours (Last 24 
hours, all aircraft)

Student Pilot Information

Certificate: Student Age: 26

Airplane Rating(s): None Instrument Rating(s): None

Other Aircraft Rating(s): None Instructor Rating(s): None

Flight Time: 34 hours (Total, all aircraft), 34 hours (Total, this make and model), 10 hours (Pilot In Command, all 
aircraft), 14 hours (Last 90 days, all aircraft), 7 hours (Last 30 days, all aircraft), 2 hours (Last 24 hours, 
all aircraft)

Aircraft and Owner/Operator Information

Aircraft Make: Piper Registration: N55854

Model/Series: PA-28-180 Engines: 1 Reciprocating

Operator: KS Aircorp Engine Manufacturer: Lycoming

Operating Certificate(s) 
Held:

None Engine Model/Series: O-360-A4A

Flight Conducted Under: Part 91: General Aviation - Instructional

Meteorological Information and Flight Plan

Conditions at Accident Site: Visual Conditions Condition of Light: Night/Dark

Observation Facility, Elevation: MGJ, 365 ft msl Weather Information Source: Weather Observation Facility

Lowest Ceiling: None Wind Speed/Gusts, Direction: Calm / , Variable

Temperature: 7°C Visibility 10 Miles

Precipitation and Obscuration:

Departure Point: Montgomery, NY (MGJ) Destination: Newburgh, NY (SWF)

Airport Information 

Airport: Orange County Airport (MGJ) Runway Surface Type: Asphalt

Runway Used: 3 Runway Surface Condition: Dry

Runway Length/Width: 5006 ft / 100 ft
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Wreckage and Impact Information

Crew Injuries: 2 None Aircraft Damage: Substantial

Passenger Injuries: N/A Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Latitude, Longitude: 41.509722, -74.264444

Administrative Information

Investigator In Charge (IIC): Stephen M Demko Adopted Date: 06/30/2004

Investigation Docket: NTSB accident and incident dockets serve as permanent archival information for the NTSB’s investigations. 
Dockets released prior to June 1, 2009 are publicly available from the NTSB’s Record Management Division 
at pubinq@ntsb.gov, or at 800-877-6799. Dockets released after this date are available at 
http://dms.ntsb.gov/pubdms/. 

1

The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress 
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the 
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government 
agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special 
investigation reports, safety recommendations, and statistical reviews. 

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of 
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.
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