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National Transportation Safety Board 
Aviation Accident Data Summary

Location: Centerville, MO Accident Number: CEN10LA370

Date & Time: 07/02/2010, 1215 CDT Registration: N5798P

Aircraft: PIPER PA-24-250 Injuries: 2 None

Flight Conducted Under: Part 91: General Aviation - Personal

Analysis 
The airplane sustained a loss of engine power in cruise flight at 6,000 feet mean sea level. The pilot 
observed the propeller RPMs increase and then noticed the engine was not producing full power. He 
selected both main fuel tanks and turned on the electric fuel pump. The airplane impacted a tree 
during the forced landing, resulting in substantial damage to the right wing. A postaccident 
examination of the wreckage, which included an engine operational test run, revealed no evidence of a 
mechanical malfunction. The recorded temperature, dew point, and calculated values aloft were 
plotted on an icing chart and their intersection fell in the “serious icing (glide power)” range. The 
airplane Owner’s Handbook for emergency procedures during an engine failure indicated, in part, 
that the pilot should apply carburetor heat. The pilot reported that he did not use carburetor heat 
following the loss of engine power.

Flight Events
Enroute-cruise - Other weather encounter
Enroute-cruise - Loss of engine power (total)
Emergency descent - Off-field or emergency landing
Landing - Collision with terr/obj (non-CFIT) 

Probable Cause 
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
A loss of engine power due to carburetor icing as a result of the pilot not using carburetor heat.

Findings
Personnel issues-Task performance-Use of equip/info-Use of checklist-Pilot - C
Environmental issues-Conditions/weather/phenomena-Temp/humidity/pressure-Conducive to 
carburetor icing-Effect on equipment - C
Environmental issues-Physical environment-Object/animal/substance-Tree(s)-Contributed to 
outcome 

Pilot Information

Certificate: Private Age: 60

Airplane Rating(s): Multi-engine Land; Single-engine 
Land; Single-engine Sea

Instrument Rating(s): Airplane

Other Aircraft Rating(s): None Instructor Rating(s): None

Flight Time: 2002 hours (Total, all aircraft), 447 hours (Total, this make and model)
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Aircraft and Owner/Operator Information

Aircraft Manufacturer: PIPER Registration: N5798P

Model/Series: PA-24-250 Engines: 1 Reciprocating

Operator: On file Engine Manufacturer: LYCOMING

Air Carrier Operating 
Certificate:

None Engine Model/Series: O-540-A1A5

Flight Conducted Under: Part 91: General Aviation - Personal

Meteorological Information and Flight Plan

Observation Facility, Elevation: SGF, 1268 ft msl Weather Information Source: Weather Observation Facility

Conditions at Accident Site: Visual Conditions Lowest Ceiling: None 

Condition of Light: Day Wind Speed/Gusts, Direction: 7 knots, 120°

Temperature: 26°C / 14°C Visibility 10 Miles

Precipitation and Obscuration: No Obscuration; No Precipitation

Departure Point: Dayton, OH (I73) Destination: Branson, MO (BBG)

Wreckage and Impact Information

Crew Injuries: 1 None Aircraft Damage: Substantial

Passenger Injuries: 1 None Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Administrative Information

Investigator In Charge (IIC): Edward F Malinowski Adopted Date: 05/11/2011

Investigation Docket: http://dms.ntsb.gov/pubdms/search/dockList.cfm?mKey=76533
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The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress 
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the 
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government 
agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special 
investigation reports, safety recommendations, and statistical reviews. 

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of 
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.


