‘M National Transportation Safety Board
Aviation Accident Data Summary

Location: Shoshoni, WY Accident Number: WPR11TA087
Date & Time: 01/02/2011, 1315 MST Registration: N6774B
Aircraft: PIPER PA-18-180 Injuries: 2 None

Flight Conducted Under: Public Aircraft

Analysis

According to the pilot, during a wildlife aerial observation flight, the engine suddenly stopped
producing power. The pilot checked the fuel selector and magnetos and applied carburetor heat.
Because he was unable to get the engine started again, he executed a forced landing on rough/uneven
terrain. During the landing roll, the airplane went off a low bank, contacted the terrain at the bottom
of the bank, and sustained substantial damage. At the time of the accident, the airplane had about one
hour of fuel remaining, and the postaccident inspection, which included a successful engine run, did
not find any anomalies that would have contributed to a loss of power. The ambient temperature and
dew point were outside of the range at which carburetor icing would be expected to occur.

Flight Events
Maneuvering - Loss of engine power (total)
Landing-landing roll - Landing gear collapse

Probable Cause
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
A total loss of engine power for undetermined reasons.

Findings

Environmental issues-Physical environment-Terrain-Sloped/uneven-Contributed to outcome
Environmental issues-Physical environment-Terrain-Rough terrain-Contributed to outcome
Not determined-Not determined-(general)-(general)-Unknown/Not determined - C

Pilot Information

Certificate: Commercial Age: 53

Airplane Rating(s): Single-engine Land Instrument Rating(s):  Airplane

Other Aircraft Rating(s):  None Instructor Rating(s): None

Flight Time: 10500 hours (Total, all aircraft), 10200 hours (Total, this make and model), 10500 hours (Pilot In

Command, all aircraft), 150 hours (Last 90 days, all aircraft), 50 hours (Last 30 days, all aircraft), 4
hours (Last 24 hours, all aircraft)
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Aircraft and Owner/Operator Information

Aircraft Manufacturer: PIPER Registration: N6774B

Model/Series: PA-18-180 Engines: 1 Reciprocating

Operator: UNITED STATES DEPARTMENT Engine Manufacturer: Lycoming
AGRICULTURE

Air Carrier Operating None Engine Model/Series:  0-360-C4P

Certificate:

Flight Conducted Under:  Public Aircraft

Meteorological Information and Flight Plan

Observation Facility, Elevation:  KRIW, 5530 ft msl Weather Information Source: Weather Observation Facility
Conditions at Accident Site: Visual Conditions Lowest Ceiling: None

Condition of Light: Day Wind Speed/Gusts, Direction: Calm

Temperature: -12°C / -17°C Visibility 10 Miles

Precipitation and Obscuration: No Obscuration; No Precipitation

Departure Point: Riverton, WY (KRIW) Destination: Riverton, WY (KRIW)

Wreckage and Impact Information

Crew Injuries: 1 None Aircraft Damage: Substantial
Passenger Injuries: 1 None Aircraft Fire: None
Ground Injuries: N/A Aircraft Explosion: None

Administrative Information

Investigator In Charge (IIC):  Orrin K Anderson Adopted Date:  11/22/2011
Investigation Docket: http://dms.ntsb.gov/pubdms/search/dockList.cfm?mKey=78110

The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government
agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special
investigation reports, safety recommendations, and statistical reviews.

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.
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