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National Transportation Safety Board 
Aviation Accident Data Summary

Location: Lohn, TX Accident Number: CEN12LA120

Date & Time: 01/01/2012, 1400 CST Registration: N9021R

Aircraft: CONTINENTAL COPTERS INC. 47G2 Injuries: 2 Serious

Flight Conducted Under: Part 91: General Aviation - Aerial Observation

Analysis 
The pilot performed a preflight inspection of the helicopter to include checking the tail rotor oil level 
through its sight glass. He had flown the helicopter for more than an hour when the tail yawed to the 
left, slowly at first then rapidly. The pilot “cut” the throttle, flew the helicopter “to the ground as fast 
as possible,”and impacted terrain. A postaccident examination of the wreckage revealed that the tail 
rotor gearbox did not operate when it was rotated. A teardown revealed that the interior surfaces of 
the gearbox were covered with a black oily substance consistent with residual lubricating oil 
contaminated with liberated metal particles. The oil level sight glass exhibited no discoloration or 
other hindrance to normal oil level detection in service. 
Examination of the ring and pinion gears revealed that the teeth on the pinion gear were deformed 
and worn almost down to the tooth root in some locations. Wear was observed on the top land and 
drive faces of the ring gear. Wear patterns were noted on the coast faces of the ring and pinion gear 
teeth. The observation of wear on the coast faces of the gear teeth is most probably an indication that 
the spacing between the gears was too tight as a result of improper alignment during installation, 
causing accelerated wear. A logbook entry showed that the helicopter’s last annual inspection was 
completed about 6 months before the accident during which the tail rotor gearbox was overhauled 
and installed.

Flight Events
Prior to flight - Aircraft maintenance event
Maneuvering-low-alt flying - Flight control sys malf/fail
Emergency descent - Loss of tail rotor effectiveness
Uncontrolled descent - Collision with terr/obj (non-CFIT) 

Probable Cause 
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
The improper installation of the tail rotor gearbox by maintenance personnel, which led to accelerated 
wear of the ring and pinion gears, resulting in the loss of tail rotor effectiveness and subsequent 
forced landing.

Findings
Aircraft-Aircraft propeller/rotor-Tail rotor drive system-Tail rotor gearbox-Fatigue/wear/corrosion - 
C
Aircraft-Aircraft propeller/rotor-Tail rotor drive system-Tail rotor gearbox-Incorrect 
service/maintenance - C
Personnel issues-Task performance-Maintenance-Repair-Maintenance personnel - C
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Pilot Information

Certificate: Commercial Age: 54

Airplane Rating(s): Single-engine Land Instrument Rating(s): Airplane

Other Aircraft Rating(s): Helicopter Instructor Rating(s): None

Flight Time: 14000 hours (Total, all aircraft), 14000 hours (Pilot In Command, all aircraft), 35 hours (Last 90 days, 
all aircraft)

Aircraft and Owner/Operator Information

Aircraft Manufacturer: CONTINENTAL COPTERS INC. Registration: N9021R

Model/Series: 47G2 Engines: 1 Reciprocating

Operator: SKY HORSE HELICOPTERS INC Engine Manufacturer: LYCOMING

Air Carrier Operating 
Certificate:

None Engine Model/Series: VO-435-A1D

Flight Conducted Under: Part 91: General Aviation - Aerial Observation

Meteorological Information and Flight Plan

Observation Facility, Elevation: BBD, 1827 ft msl Weather Information Source: Weather Observation Facility

Conditions at Accident Site: Visual Conditions Lowest Ceiling: None 

Condition of Light: Day Wind Speed/Gusts, Direction: 12 knots, 340°

Temperature: 13°C / -6°C Visibility 10 Miles

Precipitation and Obscuration: No Obscuration; No Precipitation

Departure Point: Lohn, TX Destination: Lohn, TX 

Wreckage and Impact Information

Crew Injuries: 1 Serious Aircraft Damage: Substantial

Passenger Injuries: 1 Serious Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Administrative Information

Investigator In Charge (IIC): Edward F Malinowski Adopted Date: 09/05/2013

Investigation Docket: http://dms.ntsb.gov/pubdms/search/dockList.cfm?mKey=82607
1

The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress 
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the 
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government 
agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special 
investigation reports, safety recommendations, and statistical reviews. 

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of 
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.


