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National Transportation Safety Board 
Aviation Accident Data Summary

Location: San Marcos, TX Accident Number: CEN12LA229

Date & Time: 04/03/2012, 1930 CDT Registration: N1162X

Aircraft: PIPER PA-34-200T Injuries: 1 None

Flight Conducted Under: Part 91: General Aviation - Positioning

Analysis 
The pilot called the Flight Service Station (FSS) before departing on a cross-country flight to ask if 
there were any restrictions along his flight route that he needed to be aware of; none were mentioned. 
Upon arrival at his destination about dusk, the pilot listened to the Automated Terminal Information 
Service (ATIS); the control tower was closed at the time. The pilot then landed the airplane on runway 
8, and during the landing roll, the airplane struck construction barriers on the runway, which resulted 
in the main landing gear shearing off and substantial damage to the left wing. The ATIS recording did 
not include information about runway 8 being closed.
 A March 21, 2012, NOTAM was in effect and stated that runway 8/26 was closed due to construction; 
this information was not provided or requested during the FSS briefing. The Airman’s Information 
Manual states that an FSS is required to advise pilots of pertinent NOTAMs if a standard briefing is 
requested. It further states that pilot's should remind the briefer to advise of NOTAMs if the 
information is not received in the brief. It is ultimately the pilot’s responsibility to ensure that he is 
familiar with all relevant NOTAMs. Further, FAA Order JO7210.3X states, in part, that facilities with 
runway construction must ensure ATIS message content is complete, accurate, and contains the 
proper information related to runway closures. 
The pilot stated postaccident that reflective ribbons and directional flashing lights, could have helped 
him see the barrier. He also stated that he flew into the same airport about a week after the accident 
and noted that the runway closure was included on the ATIS recording. 

Flight Events
Landing - Collision during takeoff/land

Probable Cause 
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
The pilot's failure to ensure that he was aware of the NOTAM describing the runway closure,  which 
resulted in a landing on the closed runway and subsequent collision with a barrier. Contributing to 
the accident was the failure of air traffic control personnel to include the runway closure information 
on the recorded ATIS information, which the pilot had listened to prior to landing.

Findings
Personnel issues-Action/decision-Action-Forgotten action/omission-Pilot - C
Personnel issues-Task performance-Planning/preparation-Flight planning/navigation-Pilot - C
Organizational issues-Support/oversight/monitoring-(general)-(general)-ATC - F



Page 2 of 3 CEN12LA229

Pilot Information

Certificate: Commercial Age: 57

Airplane Rating(s): Multi-engine Land; Single-engine Land Instrument Rating(s): Airplane

Other Aircraft Rating(s): None Instructor Rating(s): None

Flight Time: 2618 hours (Total, all aircraft), 567 hours (Total, this make and model), 2683 hours (Pilot In Command, 
all aircraft), 13 hours (Last 90 days, all aircraft), 8 hours (Last 30 days, all aircraft), 1 hours (Last 24 
hours, all aircraft)

Aircraft and Owner/Operator Information

Aircraft Manufacturer: PIPER Registration: N1162X

Model/Series: PA-34-200T Engines: 2 Reciprocating

Operator: SOUTHWEST TEXAS RAIN 
ENHANCEMENT ASSOC

Engine Manufacturer: CONT MOTOR

Air Carrier Operating 
Certificate:

None Engine Model/Series: TSIO-360 SER

Flight Conducted Under: Part 91: General Aviation - Positioning

Meteorological Information and Flight Plan

Observation Facility, Elevation: HYI, 597 ft msl Weather Information Source: Weather Observation Facility

Conditions at Accident Site: Visual Conditions Lowest Ceiling: None 

Condition of Light: Day Wind Speed/Gusts, Direction: 4 knots, 340°

Temperature: 26°C / 17°C Visibility 10 Miles

Precipitation and Obscuration:

Departure Point: Carrizo Springs, TX (CZT) Destination: San Marcos, TX (HYI)

Airport Information 

Airport: San Marcos Municipal Airport (HYI) Runway Surface Type:

Runway Used: 08 Runway Surface Condition: Dry

Runway Length/Width:  

Wreckage and Impact Information

Crew Injuries: 1 None Aircraft Damage: Substantial

Passenger Injuries: N/A Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Administrative Information

Investigator In Charge (IIC): Alexander Lemishko Adopted Date: 08/13/2013

Investigation Docket: http://dms.ntsb.gov/pubdms/search/dockList.cfm?mKey=83306
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The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress 
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the 
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government 
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agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special 
investigation reports, safety recommendations, and statistical reviews. 

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of 
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.


