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National Transportation Safety Board 
Aviation Accident Data Summary

Location: Woodsboro, TX Accident Number: CEN15LA002

Date & Time: 10/02/2014, 1255 CDT Registration: N49746

Aircraft: BELL 206B Injuries: 3 Serious

Flight Conducted Under: Part 91: General Aviation - Aerial Observation

Analysis 
The pilot was conducting an aerial pipeline observation flight when the helicopter suddenly yawed to 
the right and he received a low rotor rpm warning. The pilot applied left pedal to correct the yaw; 
however, the helicopter continued its right turn, impacted the ground, and rolled onto its side, 
resulting in substantial damage. Examination of the wreckage and testing of components did not 
reveal any preimapct anomalies that would have precluded normal helicopter operation. 
Nonvolatile memory obtained from the helicopter indicated that its groundspeed varied during the 
last 10 seconds of recorded data to a low of about 9 knots, increasing to about 25 knots, then 
decreasing to about 12 knots. During this time period, the helicopter’s altitude decreased to about 50 
feet above ground level (agl). The last recorded point showed the helicopter about 30 feet agl at a 
groundspeed of about 15 knots on a northwesterly heading. Weather observations from a nearby 
airport indicated variable wind from the south at 10 knots with gusts to 21 knots about the time of the 
accident.
The helicopter's orientation to the prevailing wind and its slow airspeed made the helicopter 
susceptible to a loss of tail rotor effectiveness (LTE). Additionally, the helicopter's low altitude at the 
time of the LTE encounter was inadequate to allow for recovery before its impact with terrain. 

Flight Events
Maneuvering-low-alt flying - Loss of tail rotor effectiveness
Emergency descent - Off-field or emergency landing
Landing - Hard landing

Probable Cause 
The National Transportation Safety Board determines the probable cause(s) of this accident to be:
The pilot’s failure to recognize and correct for flight conditions conducive to a loss of tail rotor 
effectiveness, which resulted in a rapid, uncommanded right yaw and subsequent hard landing.

Findings
Aircraft-Aircraft oper/perf/capability-Performance/control parameters-Directional control-
Capability exceeded - C
Personnel issues-Task performance-Use of equip/info-Aircraft control-Pilot - C
Environmental issues-Conditions/weather/phenomena-Wind-Tailwind-Contributed to outcome
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Pilot Information

Certificate: Airline Transport Age: 47

Airplane Rating(s): Multi-engine Land; Single-engine Land Instrument Rating(s): Airplane; Helicopter

Other Aircraft Rating(s): Helicopter Instructor Rating(s): Airplane Single-engine; Helicopter

Flight Time: (Estimated) 13916 hours (Total, all aircraft), 35 hours (Total, this make and model), 10000 hours (Pilot 
In Command, all aircraft), 30 hours (Last 90 days, all aircraft), 15 hours (Last 30 days, all aircraft), 6 
hours (Last 24 hours, all aircraft)

Aircraft and Owner/Operator Information

Aircraft Manufacturer: BELL Registration: N49746

Model/Series: 206B Engines: 1 Turbo Shaft

Operator: North Texas Helicopters, Inc. Engine Manufacturer: Rolls Royce

Air Carrier Operating 
Certificate:

None Engine Model/Series: 250-C20B

Flight Conducted Under: Part 91: General Aviation - Aerial Observation

Meteorological Information and Flight Plan

Observation Facility, Elevation: KRKP, 19 ft msl Weather Information Source: Weather Observation Facility

Conditions at Accident Site: Visual Conditions Lowest Ceiling: Broken / 2900 ft agl

Condition of Light: Day Wind Speed/Gusts, Direction: 10 knots/ 21 knots, 170°

Temperature: 32°C / 26°C Visibility 10 Miles

Precipitation and Obscuration: No Obscuration; No Precipitation

Departure Point: SINTON, TX (T69) Destination: BEEVILLE, TX (BEA)

Wreckage and Impact Information

Crew Injuries: 1 Serious Aircraft Damage: Substantial

Passenger Injuries: 2 Serious Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Administrative Information

Investigator In Charge (IIC): Edward F Malinowski Adopted Date: 09/12/2016

Note: The NTSB did not travel to the scene of this accident.

Investigation Docket: http://dms.ntsb.gov/pubdms/search/dockList.cfm?mKey=90198
1

The National Transportation Safety Board (NTSB), established in 1967, is an independent federal agency mandated by Congress 
through the Independent Safety Board Act of 1974 to investigate transportation accidents, determine the probable causes of the 
accidents, issue safety recommendations, study transportation safety issues, and evaluate the safety effectiveness of government 
agencies involved in transportation. The NTSB makes public its actions and decisions through accident reports, safety studies, special 
investigation reports, safety recommendations, and statistical reviews. 

The Independent Safety Board Act, as codified at 49 U.S.C. Section 1154(b), precludes the admission into evidence or use of any part of 
an NTSB report related to an incident or accident in a civil action for damages resulting from a matter mentioned in the report.


