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National Transportation Safety Board
Aviation Accident Preliminary Report

Location: Redmond, OR Accident Number: WPR15LA137

Date & Time: 03/01/2015, 0940 PST Registration: N9133G

Aircraft: PIPER PA 46-310P Injuries: 1 None

Flight Conducted Under: Part 91: General Aviation - Personal

On March 1, 2015, at 0940 Pacific standard time, a Piper PA-46-310P, N9133G, executed a 
forced landing into Roberts Field Airport, Redmond, Oregon, after a complete loss of engine 
power.  The airplane was registered to, and operated by, the private pilot under the provisions 
of 14 Code of Federal Regulations, Part 91.  The pilot was not injured, and the airplane 
sustained substantial damage to both wings.  Visual meteorological conditions prevailed, and 
an instrument flight plan had been filed. The flight originated from Oak Harbor, Washington. 

The pilot reported that he was cruising at 23,000 feet mean sea level (msl) when he noticed the 
engine running a bit rough as he passed Portland, Oregon.  He noticed that the number 5 
exhaust gas temperature (egt) was higher than normal. The pilot cycled the magnetos and 
noticed that the engine ran rougher than normal when the left magneto was selected. The 
engine smoothed out when he enriched the mixture. He continued to monitor the engine and 
adjusting the mixture. About 30 minutes later engine power completely dropped off.  The pilot 
diverted to Redmond, and performed a forced landing into the airport infield.  The landing 
resulted in a collapsed nose landing gear, and wing spar damage at both main landing gear 
mounts.

Aircraft and Owner/Operator Information

Aircraft Manufacturer: PIPER Registration: N9133G

Model/Series: PA 46-310P Aircraft Category: Airplane

Amateur Built: No

Operator: MALSTROM ROBERT Air Carrier Operating 
Certificate:

None
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Meteorological Information and Flight Plan

Observation Facility, Elevation: KRDM, 3080 ft msl Observation Time:  

Lowest Cloud Condition: Clear Conditions at Accident Site: Visual Conditions

Lowest Ceiling:  Temperature/Dew Point: 1°C / -9°C

Wind Speed/Gusts, Direction: 5 knots, 180° Visibility 10 Miles

Altimeter Setting: 30.19 inches Hg Type of Flight Plan Filed: IFR

Departure Point: Oak Harbor, WA Destination: North Las Vegas, NV 
(KVGT)

Wreckage and Impact Information

Crew Injuries: 1 None Aircraft Damage: Substantial

Passenger Injuries: N/A Aircraft Fire: None

Ground Injuries: N/A Aircraft Explosion: None

Total Injuries: 1 None

Administrative Information

Investigator In Charge (IIC): Van McKenny

Additional Participating Persons: Keith Ruconich; FAA; Portland, OR

Note: The NTSB did not travel to the scene of this accident.


